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(c) The manufacturer shall determine
the mileage at which the emission con-
trol system and engine combination is
stabilized for emission-data testing.
The manufacturer shall provide to the
Administrator if requested, a record of
the analysis used in making this deter-
mination. The manufacturer may elect
to accumulate 2,000 miles (3,219 Kkilo-
meters) or more on each test vehicle
without making a determination. The
manufacturer must accumulate a min-
imum of 1,000 miles (1,608 kilometers)
on each emission data vehicle.

(d) All test vehicle mileage must be
accurately determined, recorded, and
reported to the Administrator upon re-
quest.

[64 FR 23925, May 4, 1999, as amended at 71
FR 2836, Jan. 17, 2006]

§86.1832-01 Optional equipment and
air conditioning for test vehicles.

For test vehicles selected under
§§86.1822-01 and 86.1828-01:

(a)(1) Where it is expected that more
than 33 percent of a car line, within a
test group, will be equipped with an
item (whether that item is standard
equipment or an option), the full esti-
mated weight of that item must be in-
cluded in the curb weight computation
for each vehicle available with that
item in that car line, within that test
group.

(2) Where it is expected that 33 per-
cent or less of the car line, within a
test group, will be equipped with an
item (whether that item is standard
equipment or an option), no weight for
that item will be added in computing
the curb weight for any vehicle in that
car line, within that test group, unless
that item is standard equipment on the
vehicle.

(3) In the case of mutually exclusive
options, only the weight of the heavier
option will be added in computing the
curb weight.

(4) Optional equipment weighing less
than three pounds per item need not be
considered.

(b)(1) Where it is expected that more
than 33 percent of a car line, within a
test group, will be equipped with an
item (whether that item is standard
equipment or an option) that can rea-
sonably be expected to influence emis-
sions, then such items must actually

§86.1833-01

be installed (unless excluded under
paragraph (b)(2) of this section) on all
emission data and durability data vehi-
cles of that car line, within that test
group, on which the items are intended
to be offered in production. Items that
can reasonably be expected to influ-
ence emissions include, but are not
limited to: air conditioning, power
steering, and power brakes.

(2) If the manufacturer determines by
test data or engineering evaluation
that the actual installation of the op-
tional equipment required by para-
graph (b)(1) of this section does not af-
fect the emissions or fuel economy val-
ues, the optional equipment need not
be installed on the test vehicle.

(3) The weight of the options must be
included in the design curb weight and
must also be represented in the weight
of the test vehicles.

(4) The engineering evaluation, in-
cluding any test data, used to support
the deletion of optional equipment
from test vehicles, shall be maintained
by the manufacturer and be made
available to the Agency upon request
by the Administrator within 15 busi-
ness days.

(c) Except for air conditioning, where
it is expected that 33 percent or less of
a car line, within a test group, will be
equipped with an item (whether that
item is standard equipment or an op-
tion) that can reasonably be expected
to influence emissions, that item may
not be installed on any emission data
vehicle or durability data vehicle of
that car line within that test group,
unless that item is standard equipment
on that vehicle or specifically required
by the Administrator.

(d) Air conditioning must be installed
and operational on any emission data
vehicle of any vehicle configuration
that is projected to be available with
air conditioning regardless of the rate
of installation of air conditioning with-
in the car line. Paragraphs (a) through
(c) of this section will be used to deter-
mine whether the weight of the air
conditioner will be included in the
equivalent test weight calculations for
emission testing.

§86.1833-01 Adjustable parameters.

(a) At the time that emission data
vehicles are selected for the test fleet,
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